PKL 2100

« Ensure a smooth installation
« Better performance
« Extended longevity

www.luftvibrator.dk Telefon +45 56 87 07 23
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PKL 2100 Installation Instructions

Recommendations for installation and operation of PKL impactors
Follow theses advices, and the commissioning will be completely seamless

Start & stop activation

Always use a solenoid valve for start & stop activation of PKL impactors.

We can on request provide the necessary 3/2 way solenoid valve for activation with compressed air - 24V DC - 230V or manual oper-
ation. There should not be more than 15 meters air hose between the solenoid valve and PKL impactors.

The pressure

PKL impactors must always be operated with the correct set pressure, otherwise it will not start.

On the side of the impactors mounting plate, are stamped a number from 3 to 6 in a ring, which shows how many bar pressure as it
should be operated.

The pressure should be set with a locally installed filter regulator, to ensure the correct pressure.

We can on request provide filter regulators.

Compressed air

Air quality and purity has great influence on PKL impactors function and longevity.

Even if the customer has a good quality air, so we always recommend installing a local filter regulator, as always to ensure correct
pressure and filter dirt particles away.

We can on request provide filter regulators.

Continuous stroke

PKL impactors will by default on delivery, only hit once for each activation.

With ST self-control, the PKL impactors will hit continuously one stroke per second as long as there is air activated.
ST self-control can on request be installed by CVP at delivery, or can easily be installed by the customer later.

Rubber hammer effect

PKL impactors is by default on delivery, hit its piston of steel against the mounting plate.

With an EE damper kit between the mounting surface and the impactors base plate, achieved the same impact energy as a rubber
mallet, and reduce the noise level.

Air pressure hose

PKL impactors is driven by the energy of compressed air.

The compressed air should always be supplied to the impactors with a 8 mm. approved compressed air hose.
We can on request provide compressed air hoses in all diameters and lengths.

Brackets

To prevent damage to the installation site, it is very important to weld a bracket on site. It also ensures a better distribution of the im-
pacts for a larger area.

The bracket mounting surface must be perfectly level to ensure a tight seal for the O-ring underneath the impactors base plate. If the
O-ring seal is not completely pressure-tight, then the PKL impactors can not be started.

We can on request provide properly sized welding fittings to suit most applications.

Maintenance

PKL impactors will eventually be worn, and reduce stroke effect.

Impactors should hit approx. 300,000 hits without problems, or 2-3 years of normal operation.

For every 300,000 strokes or if observed reduced effect, you should replace the designated spare parts, ensuring many years of ef-
fective use of interval hammer.

We can provide all assigned spare parts for replacement, or the customer can return the worn PKL impactors to CVP, for the proper
replacement and service.

Lubrication

PKL interval hammer can be operated with dry compressed air.

However it is recommended to lubricate the compressed air moderate, as the PKL impactors contains mechanical moving parts, and
that it will extend the longevity for the PKL impactors significantly.

We can on request provide good lubricators and filter regulators

If you have further questions about installation or operation of PKL impactors, please do not hesitate to contact us!
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